
Digital Stereo Recorder

DS-2200

The DS-2200 digital voice recorder is ideal for 
professionals who value first-class recording quality as
well as extensive functionality. Slim, ergonomic and 
elegant with a full-metal body, it also meets the design 
requirements of a top executive business tool. 

By simply attaching the stereo microphone supplied, 
important interviews can be saved in stereo high quality.
There are four recording modes to choose from so the
user can give priority to either the best possible sound
quality or the longest recording. 

The DS-2200 may be slipped into a jacket pocket or 
briefcase. It is therefore always close at hand to save 
ideas wherever inspiration strikes. The remote control
converts into a clip microphone for hands free dictation.
This lets the user monitor him or herself giving 
presentations, for example, or take notes while scanning
through a report. 

Over four hours may be saved in the SHQ mode to the
128MB xD-Picture Card provided. However, since new
cards can be inserted when the first is full, the recording 
times are virtually endless – perfect for the busy 
professional on the move. 

Downloading the voice files is fast and simple using the
USB docking station supplied. Alternatively, the cards
may be slotted in to an optional PC card adapter or
reader/writer and then transferred to the PC. Once on the
computer, they may be effortlessly managed, edited or 
organised using the DSS Player Pro software supplied. 

To help streamline the office workflow, there is the optional
AS-3000 Transcription Kit. Besides the footswitch and 
headset, this also contains the DSS Player Pro software
transcription module, which makes it easier for the 
secretary to type up the recordings.

Attachable stereo
microphone ME51S
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DS-2200

The DS-2200 is supplied with 
a stereo microphone ME51S, 
a remote control with built-in 
microphone, docking station
and USB cable, DSS Player Pro
software, stereo earphones, 
case, carrier strap and batteries.

Features
Storage media Removable xD-Picture Card: 

16, 32, 64, 128, 256, 512 MB

PC Interface USB – cable and docking station

Optional download accesssories PC card adapter, USB card reader/writer

Data up-/and download �

File format DSS in LP/SP and WMA in HQ / SHQ

4 recording modes Stereo High Quality (SHQ) with stereo microphone

High Quality (HQ)

Standard Play (SP)

Long Play (LP)

Max. recording time 179 hours 30 minutes on 512 MB card (LP) 

Recording times on 128 MB card supplied SHQ mode: 4 hours 20 minutes

HQ mode: 8 hours 45 minutes

SP mode: 20 hours 55 minutes

LP mode: 44 hours 45 minutes

Folders 5 / up to 199 messages per folder

Individual folder names �

Transfer between folder (Move) �

File comments �

Author ID �, with DSS Player Pro Software

Insert –

Overwrite –

Erase single/all files � / �

Normal/fast/slow playback � / � / �

Continuous playback/Repeat Playback � / �

FF skip/reverse skip � / �

Cue �

Adjustable autobackspace �

Noise cancel function �

Microphone sensitivity Conf / Dict

VCVA recording

(Variable Control Voice Actuator) �

Index Up to 16 in one DSS / WMA file

Pause �

Alarm with playback �

Back lit  LC Display �

Time/Date settings �

Erase protection �

Hold (transport lock) �

Speaker Built-in � 23 mm round dynamic speaker

Combined Microphone/ � 3.5 mm mini-jack, impedance  MIC 2 kΩ,

Earphone/Remote jack EAR 8 Ω or more

Power Source Rated voltage: 3 V DC

Batteries Two AAA alkaline (LR03 or R03) 

Dimensions (H x B x T) 109.5 x 39.5 x 15 mm (without protrusions)

Weight Ca. 85 g (incl. batteries)

Specifications and design are subjects to change without notice.

Operating systems

Windows IBM PC / AT compatible PC

Windows 98, 98SE, ME, 2000 Professional, 

XP Professional, Home Edition

Macintosh iMac / iBook / eMac / Power Mac G3, G4, G5 / 

PowerBook G3, G4

(Computer must support a standard USB port),

Mac OS 9.0 – 9.2 / 10.1 – 10.3

For more details regarding minimum PC requirements please refer to 

www.olympus-europa.com/consumer/voice

A full range of optional accessories will help you make the most of the DS-2200.
The Digital Conference Kit, for example, includes the tiny AKG microphones to
allow stereo recording of discussions in larger conference rooms.
The supplied ME51S stereo microphone can be plugged into the earphone / 
microphone / remote control socket to ensure fantastic stereo recording quality.
The recording level indicator for the right and left channels is shown on the LCD
monitor during recording.

ERASE button

FOLDER / REPEAT button

INDEX / EQ button 

DISPLAY / MENU button 

PC (USB) terminal 

VOL (–) button 

VOL (+) button 

REW (Rewind) button 

FF (Fast Forward) button 

PLAY button 

STOP button 

REC (Record) button 

Display (LCD Panel)

Record / Play indicator lamp

Built in microphone

EAR / MIC / REMOTE jack
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